
BRUCIATORI DUO-BLOCK MISTI per IMPIANTO di PRODUZIONE 
ACQUA CALDA
DUAL FUEL DUO-BLOCK BURNERS for HOT WATER PLANT 
PRODUCTION 



IMPIANTO PRODUZIONE ACQUA CALDA PER RISCALDAMENTO - RUSSIA
■	SCOPO DELL’IMPIANTO: produzione acqua calda
■	TIPOLOGIA CALDAIA: Eurotherm 11 MW
■	BRUCIATORE INSTALLATO: duo-block modello EB 9 MG
■	COMBUSTIBILE: MISTO (gas metano / gasolio)
■	VALORI DI EMISSIONE: ≤ 150 mg/Nm3 3% O2

■	REGOLAZIONE BRUCIATORE: camma elettronica Siemens
■	ANNO D’INSTALLAZIONE: 2010

■	SCOPO DELL’IMPIANTO: produzione acqua calda
■	TIPOLOGIA CALDAIA: Eurotherm 23 MW
■	BRUCIATORE INSTALLATO: duo-block a registro modello EBR 11 MG
■	COMBUSTIBILE: MISTO (gas metano / gasolio)
■	VALORI DI EMISSIONE: ≤ 150 mg/Nm3 3% O2

■	REGOLAZIONE BRUCIATORE: camma elettronica Siemens
■	ANNO D’INSTALLAZIONE: 2010

HOT WATER PRODUCTION PLANT FOR HEATING - RUSSIA
■	PURPOSE PLANT: hot water production
■	BOILER TYPE: Eurotherm 11 MW
■	BURNER SUPPLIED: duo-block model EB 9 MG
■	FUEL: DUAL FUEL (natural gas / light oil)
■	EMISSIONS VALUE: ≤ 150 mg/Nm3 3% O2

■	BURNERS REGULATION: electronic cam Siemens
■	YEAR of INSTALLATION: 2010

■	PURPOSE PLANT: hot water production
■	BOILER TYPE: Eurotherm 23 MW
■	BURNER SUPPLIED: duo-block model EBR 11 MG
■	FUEL: DUAL FUEL (natural gas / light oil)
■	EMISSIONS VALUE: ≤ 150 mg/Nm3 3% O2

■	BURNERS REGULATION: electronic cam Siemens
■	YEAR of INSTALLATION: 2010


